AT&T Medium
Business System

Simple to Install and Manage
Easily Grow to 50 Stations

Cordless-Mobility Ready




System Overview B

The system operates as a PBX. Users dial 9 to access outside lines.
Calls are represented at the phone as call appearances rather than line
appearances, as in a key system.

There are two components to Synapse (PSTN Gateway and Deskset) and
two optional accessory devices (Cordless Handset and Cordless Headset).

SB67010 SB67030 SB67040 TL7600
PSTN Gateway Deskset Cordless Accessory Cordless
Handset Headset




SB67010 PSTN Gateway

Gateway Features

Ethernet to PSTN Gateway
4 RJ-11 PSTN Lines
1 R1-45 Ethernet Connection

Combine 4 Gateways to support up
to 16 Lines

3-Mode Auto Attendant—Day, Night,
Lunch

Field Upgradable Firmware
Power Failover to Analog Phone”
LCD & LED Status Display

Rack Mountable

Simple Installation

* (1) Traditenal phone sarvice (with offsite backup battery} or corded wireling service is
required. (2) Phone line must remain intsct (bo ke advantage of the microwatts nesdad
from the offsite back up penerator to power phones when the power goes out),

The SE67010 PSTN Gateway provides connectivity between the
internal Ethernet LAM where the phones are connected and the
external PSTN lines. Each Gateway supports up to 4 PSTN
lines and 4 Gateways can be combined to support up to 16
PSTN lines. There is no capacity relationship between the
number of Gateways and the number of SB7030 Desksets on the
system. A single Gateway can accommodate up to the maximum
capacity of 50 Desksets. The number of Gateways needed is
purely a function of the number of cutside lines needed by the
business as dictated by their call traffic.

Since all incoming outside calls come through the Gateway the
Automated Attendant is also housed in the Gateway. The
Gateway also has the ability to automatically switch one PSTN
line to an attached, optional single line phone such as an AT&T
TR1909 in the case of a power failure. Unlike a traditional KSU or
PBX, the Gateway is not responsible for being the source of all
system functionality.




SB67030 Deskset

Deskset Features

5" Backlit LCD

Flexible Softkey-Based
Operation

Field Upgradable Firmware
PBX-Style Call Appearances
Voicemail - 30 Minutes

Supports 1 DECT 6.0
Handset

Supports 1 DECT 6.0
Headset

Directory Lists

— Personal 50
- System 100

The SB67030 Deskset is a wall mountable speakerphone. The Deskset requires a
power connection and an Ethernet connection. The Ethernet connection can be
shared with a user’'s PC by way of a separate Ethernet pass-through jack on
the Deskset. This pass-through can support up to 100Mb Ethernet speeds to the
attached PC, but will not support other data devices such as servers,
switches and hubs or daisy-chaining additional Desksets.

The SB67030's 5-inch backlit display keeps the user informed on the status of up
to 5 active or held calls, the number of missed calls and new messages. Softkey
operations present the user with the most likely options for each
operational state the phone may be in; idle, active call, call on hold, etc. A
portion of the display is reserved for context sensitive help text that guides the
user through feature operations such as transfer and conference on a step-by-
step basis. The Deskset also has an extensive built-in help menu that can
answer many questions without referring to the user documentation.

A unique feature of the SB67030 is its built-in DECT 6.0 base radio. This
makes it possible for each Deskset to directly support one paired SB67040
Cordless Handset (see next page) and TL7600 Cordless Headset. This allows the
business to accommodate individuals needing workplace mobility without the
expense of deploying access points throughout the facility.

The Deskset stores 30 minutes of voicemail messages which are clearly
displayed on the screen allowing the user to selectively hear messages in any
order desired. It also stores 50 names and numbers in a personal directory, 100
names and numbers in a system-wide directory, and recalls the last 50 incoming
calls and the last 20 outgoing calls for easy access.

Cordless Note: Due to the number of channels available on DECT 6.0, no more
than 5 Desksets can have paired cordless devices.



SB67040 Cordless Accessory Handset

Handset Features

* Use of Caller 1D feature requires a subscription from your local
telephone company.

DECT 6.0 Technology
Pairs to One Deskset
1.5 Inch LCD

Two Softkeys

Supports Most Functions

of Deskset
The SB67040 DECT 6.0 Cordless Accessory Handset
Caller ID* can be registered to any Deskset to become the
Deskset’'s paired mobile handset “twin", sharing
Hands-free Spea ke rphune the same extension number and user information. The
Cordless Handset duplicates most of the
Intercom, Transfer and functionality of the SB67030 Deskset for workers
Conferen ce who are frequently away from their primary work
areas. Any calls directed to the user's extension will
10 Selectable Ring Tones ring at both the Deskset and Cordless Handset. The
) SB67040 has speakerphone capability, corded headset
Rlnger Volume Control support and a talk time of up to 5 hours from a

full charge.




TL7600 Cordless Headset

Headset Features
» Lightweight Comfortable

Design
» Extended Range — Up to 500
Feet™
» Extended Battery Life — Up
to 9 Hours
« Soun d LEVEI Protection The TL7600 Cordless Headset can be registered to any
SB67030 Deskset providing the user with private, hands
= MUltipIE Wea ring SWIES: free operation. Calls can be answered and
terminated from the Headset without the use of a
— Over the Ear handset lifter. The user can also control receive volume
_ Over the Head and microphone mute with the Headset's controls. The

TL7600 supports up to 9 hours of talk time.
- Behind the Neck

*Open range test was performed by Wyle Laboratories, an independent
commercial test facility, "Up to 500 feet” cordless headset range refers to the
maximum open field renge. Actual range may vary depending on intervening
obstacles. Maximum operable range distances are based on all-indeor use.




General Information

DIMENSIONS

Gateway
1B % 13.5 x 7.9° (HaWxD)

Deskset
8.2" % B9 & 6.5 (HeWxD

Cordless Handset
6O x 18" x 1.4" [HxwWxD)

WEIGHT

Gateway
Albs.

Deskaeat
a4 oz,

Cordless Handset
5.2 or,

BCLATHDRE & CORSULT i

System Features

= Capacity
Extersions S0
PSTH lires 16

= Supports DHCP Sarvers for Autematic
IP Address Assignmant

= 30 Minutes of Yoicemail Storage
per Extensian

* Upgradabla Sottware

= System-wide Paging

= Callar 10

= Automated Atbendant

= Transfer

= 3-Party Confarenca

= Aedial Lag

= Custom Recording of On-Hold
Messages

* 100 Mumber System Phanshook

= Call Forwarding

= Call Park & Retriave

= o Mot Disturb

= Ring Groups

= Automatic Clock Satting Using WTP

= & Maximum of & Dasksets May Be
Equippad With an SBAT040 Cordlass
Accessory Handset and/or TLTG0O
Cordless Headset

Deskset Features

= S inch Display

= Handles 5 Simultanaous Calls

* Speakerphone

* Context-Sensitive Feature Soft Kays

= Context-Sensitive Help Taxt

* i Quick Dial Keys

= Supports Cordless and Corded
Headsets

= Wall Mountable

» Selectable Ring Tones

= 50 Numbsr Station Fhonebook

Cordless Handset

Features

« DECT &0

= Selectabls Ring Tones

= Large Lightad Displary

= Lpeakerphone

= Headset Compatibls [2.5mm jack]

Gateway Features

# 145 Connection ta LaM

* Hack-MMountabla

* 4 Phone Line Connections

= Combine 4 Gateways for up to
16 Phone Lines

¢ Standard Phone Conrection
for Power-Failure Bypass

System Requirements

* Phana Line Connactions

= Ethemet LAM Connections

= Parsonal Computer with Wab Browsar
= Browsers Supported: IEG, IET, Firefox



